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2. Electrical / Cable

Terminal release tool                         
Page 2-1 ~ 2-1

Terminal pliers                            
Page 2-11 ~ 2-14

Circuit tester tool 
(AC)

Page 2-21 ~ 2-22

Radio removal tool        
Page 2-1 ~ 2-2

Wire stripper tool     
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Cable cutter tool    
Page 2-23 ~ 2-24

 Battery tool  
Page 2-3 ~ 2-5

 Cable stripper tool                         
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Terminal crimping tool                    
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Circuit tester tool (DC)                      
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Insulated tool 
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12pc Universal terminal release tool set
912C1 � �Easy, quick and professional repair of malfunctions  

due to loose contacts.
 �Basic set for about 80% all plug-type connections  
in passenger cars for damage-free releasing of  
plug-type connectors, e.g. flat and round connectors.

  Universal application in the field of car electricity.
  �2-coloured plastic handles with foldable caps protecting the blades 

from damage and avoiding the risk of injury. 
  �Application:FORD, BMW, MERCEDES BENZ, OPEL, VW, FIAT, 

MAN, SAAB, RENAULT, DIAMLERCHRYLER, PORSCHE, PSA, 
SKODA, AUDI, MAZDA, TOYOTA.

10/7.7/8.7/1.1' 770g

Terminal release tool set
923C1

 

•�Designed especially to release terminals from the plastic 
connectors without damaging them.
•Release terminals on most of the body wiring connectors.
•Applicable:suitable for most vehicles.

12/19.0/20.0/4.0' 1583g

20pc Radio removal tool set
920C1  Designed to remove radio easily without damage.

 �For ALFA, FIAT, VW, FORD, RENAULT, AUDI, GRUNDIG, 
BLAUPUNKT, BMW, BECKER, MERCEDES-BENZ, PORSCHE, 
OPEL, SKODA, PEUGEOT. 
 For JVC, PIONEER, CLARION.

100/17.5/18.5/1.2' 175g

10pc Radio removal tool set
910C1

�For�：�FORD/VW/AUDI;BMW;
          NEW BEETLE/AUDI;    
          �MERCEDES-BENZ;
          VW;BMW

100/10.2/11.2/0.58’ 102g

18pc Radio removal tool set
918C1  Designed to remove radio easily without damage.

 �For VW, FORD, AUDI, GRUNDIG, BLAUPUNKT, BMW, 
BECKER,  MERCEDES-BENZ, PORSCHE, OPEL, SKODA.

100/15.4/16.4 /1.2' 154g

10pc Mercedes-Benz Dashboard service tool set
910C3 � Removal hooks for instrument cluster on models  

  �W107, W116, W123, W124, W126, W140, and  
  W201.
 ��Removal tools for ignition lock on models W126,   
W124 & W201.
 �Radio removal tool on model W129, W140, W202, 
and W210.

48/17.9/18.9/3.5' 373g
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Bulbs pliers
9G0302  �Special pliers for mounting and dismounting wedge 

base bulbs.
 �Use for most of the car.

120/5/6/2' 42g

Battery terminal & wiper pick-up tool
9C2001  �To work for battery terminals and windshield wipers 

etc. 
 �The tight terminals will be lifted off without damage 
to the battery case or posts because the sharp jaws 
are able to engage either below or on the sides of 
terminals.
 The center screw swivel also makes this puller very 

   effective on the alternator bearings.

72/22.9/23.9/2' 320g

Battery terminal / alternator bearing puller
9C2002 � �The tight terminals will be lifted off without  

damage to the battery case or posts because the  
sharp jaws are able to engage either below or on  
the sides of terminals.
 The center screw swivel also makes this puller very 

   effective on the alternator bearings.

60/23.6/24.6/1.8' 393g

Battery brush
9U3002

� Designed for cleaning the battery terminals.
 There are two sides for using.

120/9.7/10.7/1.7' 81g

Battery holder
9C2005 � Self locking design with rubber grip pads provide  

  a secure grip on batteries 4-1/2" to 7" width.
 Suitable for top and side terminal batteries.
 �Allow one handed lifting of battery in  
awkward location.
 �Heavy duty zinc-plated steel construction for  
long life.

24/13.0/14.0/1.9’ 541g

Auto memory saving kit
9C2008

 

• �Maintains the memory of car radios, clocks and 
computer functions when battery is disconnected. 
• �Simply attach a 9-volt battery and plug into cigarette 
lighter. 
• Will retain settings up to 4 hours. 
• Will not power any lights or other accessories.

144/10.0/11.0/2.1' 40g
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100/13/15.2/5.8'' 130g

Battery hydrometer tester
9G4005

 

•�Avoid dead battery and thus help to extend battery 
life.
•�Test battery life - hot or cold, and thus help to prevent 
overcharge.
•Applicable: 6,12,24 volts system.

Dualite high and low voltage trouble shooter
88421 � Checks 6 and 12 volt system, circuit tester & spark plugs 

    tester (two testers in one.)
  On secondary or high voltage circuits check out spark plugs.
  Checks breaks in radio resistant hook ups.
  Pin point minute cracks in distributor caps.
  Use as a continuity tester and check on low voltage circuits.
  Extra long 48-in leads.

100/5.9/6.9/2.5’ 59g

Car light tester
88422

� Checks 6-24V system
 Solid brass body with a test light.
 Prod tip is covered with a brass protective screw cap.
 850mm cable with an alligator clip on the end.

100/3.6/4.6/2.5' 36g

Vehicle actuator tester
88435

 

• �Test electronic components by magnetic field or electronic magnetic 
field. 
• �Like actuator, ignition coil, AC generator, indoor air blower, spark plug, 
relay and hall effect sensor.
• Description:1. Positive and Negative sensor
                      2.Two Sensitive Level Indicator: RED LED —Strong;
                                                                           Yellow LED- Weak
                      3. LED and buzzer indication

155g

•Used for removing 12 volt socket. 
•Application:�Audi A4 2001 / Audi A4 2008/ Audi Q5 2008/ Audi A6 

2005/ Audi Q7 2007. 

VW cigarette lighter release tool 
9C2009

 

Power backup supply
903C1

 

• �Special adapter to prevent lose any data from 
replacing car battery.
• �Connect adapter from battery 9V Battery (not 
Included) or 12V Battery (not included) to OBD 
II Plug for Continue Power Supply.
• High visibility: LEDs display.
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Automotive multi-tester
88426  �Voltage, battery, alternator multi-checker for all 

12V DC systems.
 �With a“Magnetic board” on the back side to fix on 
suitable metal sheet of car easily.
 �6 LED indicators to show battery charge  
situation and high or low output of alternator.

48/4.1/5.1/1.3' 86g

Auto tester
88427  Checks 3-48V

 �Circuit tester with test lead for either passenger 
car or trucks.
 Checks circuit between 3~48 volt.
 LED display shows polarity.

100/8.4/9.4/3.2' 84g

Heavy duty circuit tester
88431

� Checks voltage 6-12-24 V system.
 5-ft cable with spring relief.
 Tough plastic handle lights up if circuit is good.
 Heavy duty insulated alligator clip.

60/13.4/14.4/3.4' 223g

Cordless circuit tester
88425  Detects from 3 to 28 volts.

 Safe with ECMs, sensors, transducers, airbags, etc..
 No ground wire or clip required.
 Replaceable long-life alkaline batteries included.

60/3.8/4.8/0.78' 63g

Car light tester
88423 � Checks 6-24V system

 Solid brass body with a test light.
 Prod tip is covered with a brass protective screw cap.
 850mm cable with an alligator clip on the end.

Auto battery and charging system analyzer
88424  Checks 12 volt system

 �Auto battery analyzer checks batteries, regulators 
and alternators.
 �With LED indicator that helps pinpoint problems 
for fast troubleshooting.

200/9.0/10.0/3'  45g

100/7.9/8.9/2.5'  79g
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Multi-functional auto circuit tester with LCD display
88444  �Checks from 6V to 24V system with LCD 

indicator and LED illumination.
 �Four modes can be selected by depressing the 
mode button and cycling through each one.
 Voltage meter
 Locate missing cylinders.
 �Measuring rotational speed (Measuring the 
frequency of the high-tension ignition pulses).
 Peak Detection
 �Include a Cigarette lighter adapter, a Hook-up 
clip, and extension 20ft lead.
 Extension Probe (85mm) included.
 Instruction manual included.

10/11.0/12.0/1.7' 1.1kg

Multi-purpose connector set
990C1 � �When checking the parts, it could connect the back 

of terminal directly, would not to damage the circuit 
or cut the electric wires, reduce the circuit rust and 
avoid adding impedance.
 �Apply to any Automotive Multi-meter, the extended 
line of prove for oscilloscope. More convenient 
connection and checking rapidly.
 �Variable Resister can simulate the pretend signal of 
coolant temperature sensor, throttle valve sensor and 
send the pretend signal to computer. 
 �Equip 2 sets LED light. It can supervise hall effect, 
photoelectric signal, nozzle, electromagnetic valve, 
electromagnetic valve of transmission shift gear…
and control signals.
 �SRS Connector can simulate airbag and routed 
contracting device of safety belt to avoid accident or 
miss-judgment

4/11.2/12.2/2.9' 2850g

Circuit tester
88432 � Checks 6-12-24V

 48-in cable with insulated alligator clip.
 Tough plastic handle lights up if circuit is good.

100/9.3/10.3/2' 93g

Circuit tester for general & hybrid car
88433 � �Compatible with current 12V system plus newer 

42V system.
 �Safe for low current circuits since tester only draws 
3 milliamps at 12V. 
 �Automatic voltage identification with blue for 12V 
and red for 42V systems.
 �Two super-bright LED’s for visibility under all 
conditions.
 �New crystal-clear handle provides 360° visibility, 
even in bright light.

100/9.3/10.3/3.2' 220g

Terminal test kit
919C1

• �Terminals include Weather-Pack, Metri-Pack, and Micro-Pack 
style terminals. 
• �Use this tester to check high and low voltages ( power and 
ground ) on 6~ 24 Volt system. 
• Contents: 
1pc Circuit Tester, wire length 12 ft.
14pc terminal adapter kit.
1pc Banana socket.
1pc Testing needle.
2pc Alligator.

20/13.0/14.0/1.62' 650g
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Terminal pliers red, blue, yellow
6801

 �For terminal: 

(The terminals are not included.) 

30/16.2/17.2/1.5' 540g

Terminal pliers 0.5; 0.75; 1.0; 1.5; 2.5; 4
6802

 �For terminal: 

(The terminals are not included.) 

30/16.7/17.7/1.5' 557g

Terminal pliers 0.5-1; 1.1-2.5; 4-6
6803

 �For terminal: 

(The terminals are not included.) 

30/16.1/17.1/1.5' 535g

Crimp lever pliers
6807 � �Suitable for RG58, RG59/62, BNC/TNC coaxial 

connectors
 �Size: 0.256(6.48mm), 0.319(8.13mm),      

           0.068(1.73mm), 0.213(5.41mm)

30/16.5/17.5/1.5' 550g

13pc Probe and test adaptor set
913C1

 

•�Apply to any Automotive Multi-meter, the extended 
line of probe for oscilloscope.
•More convenient connection and quicker checking .
•�When checking the electric current, only use the lines 
to connect the circuit, do not need to cut the electric wires.
•�Various wires in this box, it is suitable for the Europe, America 
and Japan terminal. 

20/10.3/11.3/1.2' 515g

48/5.1/6.1/2' 107g

2pc Insulator pierce-through clip
902C1

 

•Applicative wire diameter: Ø 1.5 ~ Ø 4.5 
•Voltage range : 0V ~ 30V
•Current load : Max. 5 A

Ratchet terminal tool kit
68013

 

• 1pc Terminal pliers.
• 4pc Die nests.
• 1pc Wire stripper.
• 1pc Hex key wrench.
• Crimps insulation, non-insulation & open barrel terminals.
• �Built-in ratchet with safety release assures uniform crimp every 
time.
• It releases and opens automatically when crimping is done.
• Applicable:�Insulated Terminal 

(0.5-1.0 / 1.5-2.5 / 4.0-6.0 mm²)
Non-Insulated Terminal
(1 / 2 / 4 / 6-10 mm²)
Open Barrel Non-Insulated Terminal 
(0.5-1.0 / 1.1-2.5 / 4.0-6.0 mm²)
Cord-End Insulated Terminal
 ( 0.5 / 0.75 / 1.0 /1.5 / 2.5 / 4.0 mm²)
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Cable, wire stripper
68011

� Remove the layer and cut off the electrical cable
 For wire 0.8~2.6 mm
 Cable stripper for the wire under 9.5mm

200/25.5/26.5/3.1' 125g

Cable Stripper
6808

� Able to strip cable up to 4mm - 28mm(dia.).

100/10.0/11.0/1.8' 100g

Cable Stripper
6809

� Able to strip cable up to 8mm - 28mm(dia.).

100/11.0/12.0/2.1' 100g

Terminal pliers 1; 2; 4; 6-10
68015

 

•For terminal: 

  (The terminals are not included.)

30/17.14/18.1/1.5' 570g

Stripper pliers
6804 �Two functions:

A cutter & a stripper for electrical cables of 0.2mm2 
to 3.5mm2 in diameter.

60/14.3/15.5/1.7' 220g

Heavy duty stripper pliers
6805 � �Cut and strip 10-24 AWG copper or aluminum  

wire, solid or stranded
 Crimp 10-22 AWG insulated terminals
 Crimp 10-22 AWG non-insulated terminals
 Crimp 7-8 mm ignition terminals

60/23.4/24.4/2.3' 390g

Multi-function stripper pliers
6805A •Remove the layer and cut off the wire of AWG 10~AWG 24 (02 ~ 6.0 

mm2), the tool will not hurt the internal lines and keep the terminal 
steady.
•Crimp 10-22 AWG (0.5 ~ 6.0 mm2) insulated terminals.
•Crimp 10-22 AWG (05 ~ 6.0 mm2) non-insulated terminals.
•Crimp 7-8 mm ignition terminals.

Multi-purpose crimping tool
6806 �Function:

 Wire cutter
 Crimps insulated terminals
 Bolt cutter
 Crimps non-insulated terminals (open barrel)
 Wire stripper

40/11.7/12.7/1' 293g
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3/8" DR. Insulated torque wrench

3/8”DR. 12pt. Flank insulated socket

3/8" DR. Insulated extension

6473268N

539N

8043N

 

 

 

• 6473268N:3/8"DR.5-25Nm

12/20.4/21.2/1.12’ 1700g

Part no.

Part no. mm-inch

Size

mm g

g

53906N 
53907N 
53908N 
53909N 
53910N 
53911N 
53912N 
53913N 
53914N 
53915N
53916N
53917N
53918N
53919N

8043150N
8043250N

6
7
8
9
10
11
12
13
14
15
16
17
18
19

43
43
43
43
43
43
44
44
44
44
46
46
46
46

150-6”
250-10”

28
30
30
30
30
30
30
31
38
47
47
54
58
61

160
260

17pc Insulated socket set      
3173N

 

• 12pt socket
      6, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19 mm
• Extension 150, 250 mm
• Ratchet handle

10/21.0/21.8/1.8’ 2100g

3/11.9/12.5/1.5' 4000g

31pc 3/8" DR. Insulated combination set
3313N

 

Contents:
• 12pt. Flank insulated socket
   6; 7; 8; 9; 10; 11; 12; 13; 14; 15; 16; 17; 18; 19 mm
• Insulated combination wrench
  7; 8; 10; 12; 14 mm
Insulated extension 150, 250 mm 
Insulated ratchet handle
Screwdriver probe voltage tester 110~250V AC                         
Insulated combination pliers 7"
Insulated long nose pliers 6"
Insulated diagonal cutting pliers 6"
Insulated Phillips screwdriver  PH.1(80mmL); PH.2(100mmL)
Insulated Slotted screwdriver 2.5(75mmL); 4(100mmL); 
5.5(125mmL)

Telecrimper
68012

 

• Cuts, strips & crimps integral in one tool.
• �With built-in length stop for precisely length 
stripping.
• �2 crimp functions with a single tool without 
changing dies.
• Advanced ratchet system.
• Precision CNC grounded crimping teeth.
• Crimp RJ45 & RJ11 Modular plugs.

48/19.0/20.0/1.5’ 400g

Cable Stripper
68010

� Able to strip cable up to 4.5mm - 25mm(dia.).

100/12.5/13.5/2' 220g
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Fully insulated adjustable wrench

Insulated adjustable wrench

Insulated knife

649M

649N

830

 

 

 

Part no.

Part no.

Part no. Shape

g

g

g

649M200
649M250
649M300

649N200
649N250
649N300

83001
83002

40/13.6/16.5/1.2’
24/15.4/16.9/1.1’
16/16/17.5/1.05’

64/18.2/19.2/0.81'
32/16.6/17.6/0.7'
16/15.4/16.9/1.1'

Straight
Curved

200
250
300

200
250
300

150
150

320
640
980

285
520
920

145
148

83001

83002

3/8”DR. Insulated ratchet handle(45 teeth)

Insulated 75° offset ring wrench

3/8"DR. Insulated extension T handle

Insulated open end wrench

802320N

829A

7743200N

829

 

 

 

 

• Length:200mm
• Weight:354g

• Drive:3/8”
• Length:207mm 
• Weight:400g

Part no.

Part no.

Size

Size

mm

mm

g

g

82907
82908
82910
82912
82914
82917

829A07
829A08
829A10
829A12
829A14

7
8
10
12
14
17

7
8
10
12
14

89
99
114
134
155
190

147
156
167
188
199

20
26
40
61
96
147

52
62
73
90
135
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5363 5212

51610 4341

• Double open end wrench 
   6x7; 8x9; 10x11; 12x13; 14x15; 16x17; 18x19; 20x22; 21x23 mm 
• Combination wrench 
   6; 7; 8; 9; 10; 11; 12; 13; 14; 15; 16; 17; 18; 19; 20; 21; 22; 24 mm 
• 75° offset ring wrench 
   6x7; 8x9; 10x11; 12x13; 14x15; 16x17; 18x19; 20x22; 21x23 mm

Utility knife (3pcs blade incl.) 
5m measuring tape 
Chisel 12mm (150mmL) 
Ribbed chisel  21mm (150mmL); 26mm (200mmL) 
Cape chisel (150mmL) 
Pin punch  2mm (140mmL); 3mm (150mmL); 4mm (190mmL) 
                    5mm (200mmL); 6mm (210mmL); 8mm (215mmL) 
Tape punch 3mm (185mmL) 
Center pinch 4(185mmL) 
Engineer hammer 300gw 
Rubber hammer 400gw 
3-in-1 Magnetic fl exible pickup tool 
26 sizes Feeler gauges (SAE & Metric) 
LED white light, clip-type (360° rotation) 
Technician's scissors 145mmL 
Gasket scraper 

Round nose pliers 5" 
Flat nose pliers 5" 
Combination pliers 5" 
Long nose pliers 5" 
Needle nose pliers 6" 
Bent nose pliers 6" 
Cutter pliers 6" 
Diagonal pliers 6" 
Circlip pliers 
External straight tip 1.8mm for opening 
Internal straight tip 1.8mm for closing 
External 90° Bent tip 1.8mm for opening 
Internal 90° bent tip 1.8mm for closing 
4-in-1 Electrical pliers 6" 
Diagonal cutting pliers 6" 
Cable cutter 10" 
Plastic cutting pliers 6" 

 6pt. Flank impact socket 
10; 11; 12; 13; 14; 15; 16; 17; 18; 19; 21; 22; 23; 24 mm 
6pt. Flank impact deep socket  
10; 12; 13; 14; 16; 17; 19; 21; 22; 24 mm 
Wheel nut 6pt. Flank impact socket (colored) 
17; 19; 21; 22 mm 
Impact wrench  
Impact extension 5" 
Universal joint (ball type) 
1/2" Torque wrench 
Foldable cross-handle socket wrench 
17; 19; 21; 1/2" square (16"L; 400mmL) 
Wheel balancing weight tool

36pc Automotive essential wrench set 21pc Utility set

16pc Pliers set 34pc 1/2" DR. Impact socket & Wheel nut tools

2182N 41161 

3262 

Insulated Phillips screwdriver
PH.0(60mmL); PH.1(80mmL); PH.2(100mmL); PH.3(150mmL)
Insulated slotted screwdriver
2.5mm(75mmL); 3mm(100mmL); 3.5mm(100mmL); 
4mm(100mmL); 5.5mm(125mmL); 6.5mm(150mmL); 
8mm(175mmL) 
Insulated combination pliers 7" 
Insulated long nose pliers 8" 
Insulated diagonal pliers 8" 
Insulated wire stripper pliers 6" 
Insulated cable cutter 6" 
Multi-purpose crimping tool 
Universal voltage tester  Testing range: 6~400V AC/DC

Contents: 1/4" & 3/8" & 1/2"DR. 
• 1/4" part 
  6pt. Flank socket 
        4; 4.5; 5; 5.5; 6; 7; 8; 9; 10; 11; 12; 13 mm 
  6pt. Flank deep socket (50mmL) 
         6; 7; 8; 9; 10; 11; 12; 13 mm 
  Star socket  E4; E5; E6; E7; E8; E10 
• Socket bit (32mmL) 
  Phillips PH.0; PH.1; PH.2; PH.3 
  Pozidriv PZ.0; PZ.1; PZ.2; PZ.3 
  Slotted 3; 4; 5.5; 6.5 mm 
  Hex 3; 4; 5; 6; 7; 8; 10 mm 
  Star T8; T10; T15; T20; T25; T27; T30; T40 
  Star tamper T-8H; T-10H; T-15H; T-20H; 
                      T-25H; T-27H; T-30H; T-40H 
 20 teeth ratchet handle 
 48 teeth T mini ratchet handle 
 Sliding T handle    
 Extension 2" & 4" 
 Flexible extension 145mmL 
 Spinner 
 Universal joint 
 Magnetic socket pick-up 

• 1/2" part 
 6pt. Flank socket 
 10; 11; 12; 13; 14; 15; 16; 17; 18; 19; 21; 22; 24; 27; 30; 32 mm 
 6pt. Flank deep socket 
 14; 15; 17; 19; 22; 24 mm 
 Star socket 
 E12; E14; E16; E18; E20; E22; E24 
 36 teeth ratchet handle 
 Extension 5" & 10" 
 Universal joint 
 Adaptor for ext. 3/8"(F)x1/2"(M) 
 Spark plug socket 16; 20.6mm 

• Others: 
 Hex ball point long key 
 1.27; 1.5; 2; 2.5; 3; 4; 5; 6; 8; 10mm

Contents:
• 12pt. Flank insulated socket
       6; 7; 8; 9; 10; 11; 12; 13; 14; 15; 16; 17; 18; 19 mm
• Insulated combination wrench
• 7; 8; 10; 12; 14 mm
Insulated extension 150, 250 mm 
Insulated ratchet handle
Insulated T-handle
Insulated torque wrench 5~25 Nm
Insulated cable knife (straight)
Insulated cable knife (curve)

18pc Insulated screwdriver & pliers set 116pc 1/4" & 1/2" DR. Socket set 

26pc 3/8" DR. Insulated socket set

 

10217-266
10217A-266
10217B-266
10217R-266
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Adjustable non-contact wire tracer
88407

� Testing range: 12~600V AC 50~60HZ.
 �Locates breaks along live, insulated wires and 
power cords.
 �Adjustable sensitivity allows tracing of wires 
behind walls, around switches or receptacle.
 �Easy to recognize by audio signal and LED 
indicator.
 Operates by two LR44, 1.5V batteries included.

100/5.4/6.4/1.3’ 54g

Universal voltage tester
88408 � Testing range: 6~400V AC / DC.

 This voltage tester is designed for industrial  
   purposes and  hobbyists and is suitable for  
   domestic voltage and heavy  current circuits.
 Display: ± 6, 12, 24, 50, 120, 220

                 400V AC / DC=LED
                 (ED): 30sec
                 I max: 30mA

60/8.5/9.5/2.7’ 142g

Screwdriver probe voltage tester
88404  Testing range: 110~250V AC.

 Length:190mm

100/6.8/7.8/4.6’’ 68g

Screwdriver probe voltage tester
88403  Testing range: 110~250V AC.

 Length:155mm

200/10.0/11.0/4.6’’ 50g

Induction circuit tester
2125P1 � Non-contact wire tracer

100/2.6/3.6/1.6’ 26g

Screwdriver probe voltage tester
88401 � Testing range: 110~250V AC.

 Length:140mm

200/6.5/7.5/4.6’ 33g

Screwdriver probe voltage tester
88402  Testing range: 110~250V AC.

 Length:190mm

200/9.6/10.6/4.6’ 48g
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Terminal crimping tool 
68051 •Copper tube terminal range: 1.5,2.5,6,10 mm2. (DIN)

•Non-insulated terminal range: 1.25, 2, 5.5, 8 mm2. (JIS)
•Length: 270 mm.

Ratcheting cable cutter
6926R400 •For cutting copper and aluminum cable up to 500 mm2.

•Length: 400 mm.

15/18.4/19.4/1.86' 1227g

30/14.4/18/1.4' 480g

Ratcheting cable cutter
6926R255 •For cutting copper and aluminum cable up to 325 mm2.

•Length: 255 mm.

Ratcheting cable cutter
6926R280 •For cutting copper and aluminum cable up to 500 mm2.

•Length: 280 mm.

30/20/21.7/2' 667g

20/19.6/21.6/1.2' 980g

Cable cutter
6926315 •For cutting copper and aluminum cable up to 100 mm2.

•Length: 315 mm.

20/14/15.5/1.4' 700g

Cable cutter
6926800 •For cutting copper and aluminum cable up to 500 mm2.

•Length: 800 mm.

Cable cutter
6926600 •For cutting copper and aluminum cable up to 250 mm2.

•Length: 600 mm.

10/17/20.5/2.2' 1700g

5/14.5/17/1.66' 2900g

Terminal crimping tool 
68052 •Copper tube terminal range: 1.5, 2.5, 6, 10, 16 mm2. (DIN)

•Non-insulated terminal range: 1.25, 2, 5.5, 8, 14 mm2. ( JIS)
•Length:298 mm.

30/15.6/19.4/1.4' 520g
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68072 •Copper tube terminal range: 25,35,50,70,95,120,150 mm2. (DIN)
•Length:650 mm.

Hydraulic terminal crimping tool 
68081

•�Designed to accommodate hexagonal, dies of hydraulic tools for 
applying compression fittings to copper conductors.

•Copper tube terminal range:50 ~ 400 mm2

•Accessories:50,70,95,120,150,185,240,300,400 mm2.
•Crimping force:12T

5/15.5/17.5/1.9' 3100g

Terminal hexagonal crimping tool 
68071 •Copper tube terminal range:10,16,25,35,50,70,95,120 mm2. (DIN)

•Length:650 mm.

5/15.5/17.5/1.9' 3100g

Terminal crimping tool 
68056 •Copper tube terminal range: 16,25,50,70,95 mm2. (DIN)

•Non-insulated terminal range:14,22,38,60,80 mm2. ( JIS)
•Length:660 mm.

Terminal crimping tool 
68057 •Copper tube terminal range:10,16,25,35,50,70,95,120 mm2. (DIN)

•Non-insulated terminal range:8,14,22,38,60,70,80,100 mm2. ( JIS)
•Length:573 mm.

Terminal crimping tool 
68055 •Copper tube terminal range: 6, 10, 16, 25, 38 mm2. (DIN)

•Non-insulated terminal range: 5.5, 8, 14, 22, 50 mm2. ( JIS)
•Length: 375 mm.

25/22/26/2.1' 880g

5/17.7/19.4/1.14' 3540g

5/15/16.4/0.64' 3000g

Terminal crimping tool 
68053 •Copper tube terminal range: 6, 10, 16, 25 mm2. (DIN)

•Non-insulated terminal range: 5.5, 8, 14, 22 mm2. ( JIS)
•Length: 354 mm.

30/23/28/1.66' 767g


